
NeumanTree Replacement Bulb Order Form

To use a credit card and receive your bulbs faster please 
use our e-commerce site www.neumantreebulbs.com

Please note that only bulbs resembling the illustration are 
available. 

If your light sets do not have green warning labels it was manufactured before 2009, have a different 
brightness and are no longer available. Do not use different brightness’s of bulbs on a set. The 
good news is that you can methodically replace every bulb on your tree, no matter the age 

and expect to enjoy it for many years to come! Finding a quality tree with incandescent lights 
has become impossible! By following the instructions on the next page and investing in 

some bulbs, you can refurbish your treasured tree and save it from a landfill!

The minimum quantity to purchase is 200 bulbs 

_____ bags of 100 clear bulbs x $25.00 per bag    

_____ bags of 100 multi bulbs x $25.00 per bag   

_____        bags of 100 frosted-multi bulbs x $25.00 per bag 

$__________        

$__________

$_________ 

$ 75.00 

Please send this completed order form and your check payable to NeumanTree, to 

161 E. Chicago Ave. #25B, Chicago, IL 60611 Questions text 773/620-6672

Name:____________________________________________________________

Address:__________________________________________________________

City, State, Zip:_____________________________________________________

Email:____________________________________________________________

Telephone:________________________________________________________

ILLINOIS RESIDENTS PLEASE ADD 10% TO YOUR PAYMENT, THANK YOU! 

EXAMPLE: 3 bags of 100 bulbs x $25 per bag would require a check for

https://neumantreebulbs.com/shop/
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Instructions for Replacing Every Bulb on your Tree 
 
Recommended tools. 
 

• Adjustable metal guitar finger pick (Amazon pick “Dunlop nickel silver Guitar Finger Pick set) 
• Bungee cords (preferred) or strings for each row of a section 
• Bandages (finger and knuckle work best) 

 
Work from the bottom row up!  
 

1. Individually bungee together all the branches (by row) above the bottom row so that you 
can clearly see each needle all the way to the trunk. 

 
2. Remove all the bulbs in the row. I find it helpful to flatten the branch, then lift and pull to 

the center the tips where you have removed bulbs, this will make it easier to find the 
empty sockets when replacing In section A and B there may be 100 bulbs (more than 6 
branches around required two light sets) most rows going up will only have 50 bulbs.  
 

(FYI, the number of bulbs per branch - 6 branches 8 or 9, 8 branches 12 or 13, 10 branches 10.) 
 

• Protect your left (or right) thumb pressing the button, I recommend with a bandage 
or glove and use the guitar pick. 

 

 
 

• Often it helps to wear a bandage (or glove) on the other forefinger and top of the 
thumb to prevent callouses.  

• It helps to wiggle the bulb front to back as you press the button to pull it out. 
 

 
3. Count the bulbs you removed to insure you got them all (50 or 100), sometimes you 

must go back to each branch in search of a light still in the socket.  
 

4. Once you have counted the 50 or 100 throw them in the trash! 
 

5. Remove the guitar pick and replace each socket with a new bulb. Always make sure that 
the light set pops back on before going on to the next row.  

 
Rocking the bulb front and back makes it easier to insert, make sure that each of 

the copper wires are straight and that the button popped up.  
 

Questions? Text Carolyn at 773/620-6672 




